AC10 WEARING COURSE {MEDIUM DUTY MIX)

RS 50
7 S
BASE COURSE: GIS IS }
200mm PM1/20QG or 20RG IN TWO LAYERS / //
TO 98% OF MDD MODIFIED COMPACTION G PSP
(AS 1289.5.2.1) % /

SUB-BASE:

200mm PM2/20QG OR 20RG IN TWO LAYERS
TO 98% OF MDD MODIFIED COMPACTION

(AS 1289521)

BACKFILL SAND TYPE C (WHERE REQUIRED)
PLACED IN MAXIMUM 200mm (LOOSE) LAYERS |
TO 98% MODIFIED COMPACTION |i
|

!
{. 350

]
BACKFILL SAND TYPE C (WHERE REQUIRED) i ‘ ,
PLACED IN MAXIMUM 200mm (LOOSE) LAYERS || | ‘ [
TO 92% MODIFIED COMPACTION ‘ ! i

|

200

BEDDING, HAUNCH, SIDE & OVERLAY SAND
TO SERVICE AUTHORITY SPECIFICATION

CONDUIT, PIPE OR SERVICE

Not to Scale

ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE SHOWN.
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